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W. D. ALLEN ARE AUTHORIZED DISTRIBUTORS OF U . S. TOOLS 


SHEET (86) 


“UNITED STATES” ELECTRIC DRILLS 

Universal Motors For A. C. or D. C. Three Conductor Cable, I Wire For Grounding 


1/4 INCH AUTOMATIC 

Ball Bearing Universal Motor 


3/8 INCH SPECIAL 

Ball Bearing Universal Motor 


Fig. 4497 

Quarter Inch Aero 

An extremely light weight drill, 
smaller in size than other drills for 
continuous production work. Ball 
bearing. % inch screw back chuck. 
Pistol handle. 10 foot cord with 
plug. Universal motor for A.C. or D.C. 
110 volt only. 

Capacity in Steel.0 to % Inch 

Load Speed.2500 R.P.M. 

Weight.2% Pounds 

Volts.110 Only 

*NET EACH, $32.50 

Bench Drill Stand. .-k EXTRA, $14,00 


Ball bearing. 3 jaw chuck for 
straight shank drills. 12 foot cord 
with plug. Volts, 110, 220, 250 or 32. 
Universal motor. Specify voltage. 

Fig. 4498 

Quarter Inch Regular 

A very powerful drill designed, 
built and guaranteed to give con¬ 
tinuous service in its rated capacity. 

Fig. 5171 

Quarter Inch Heavy Duty 

With more power than the regu¬ 
lar 1/4 inch drill. Designed for 
heavy continuous production work. 

Cap. Load 

Size in Speed Wt. -k NET 

Inch Steel R.P.M. Lbs. EACH 

1/4 Reg. 0-1/4 2000 5-3/4 $32.50 

1/4 H.D. 0-1/4 2000 7 $45.00 


Five Sixteenths Inch 
Heavy Duty Rail Rearing 
A well balanced, easy to handle 
drill for continuous service for drill¬ 
ing operations. UNIVERSAL Motor 
operates on A.C. or D.C. With ball 
bearings on armature and ball 
thrust bearing on chuck spindle. 
Removable cover for inspection of 
brushes, switch and cable connec¬ 
tions.* Chrome-nickel alloy steel 
gears run in grease-tight gear case. 
Quick make and break trigger 
switch. Cable protector. Indestruct¬ 
ible rubber attachment plug. 5/16 
inch capacity in steel. 1000 R.P-M- 
under load. Net w e 1 j?h 
pounds. Furnished for 32, 110, 220 
and 250 volts, same prrces for all 

voltages. yET EACH, $50.00 


U. S. BENCH DRILL STANDS AND POST DRILL BRACKETS 

Fig. 4784. For use without special adapters. These stands increase the utility of‘ ? 
converting them into drill presses. Enclosed compression spring counterbalances weight oi a 
aids in lifting the drill out of the work when drilling is completed. 


Style 

For Electric Drills, in. 


-Type Q- 

Bench Post 
1/4 & 5/16— 
3/8 Spec. 
For Screw Drivers, Nos. 1 and 2 

For Tapper, Nos. 1 and 2 

Height column above 

base, inches . 22 28 

Diameter of column, 

inches. 1-1/2 


-Type 1B- 
Bench Post 
3/8 H.D. & 1/2 


—Type 1-1/2—» 
Bench Post 
1/2; 5/8; 3/4; 
7/8; 1 
No. 3 & 4 


6x7 


1 - 1/2 

6x7 


46 

1 - 1/2 

9x9 


34 

1-7/8 

10x16 


58 

1-7/8 

10x16 


Size base, inches 
Maximum feed, 

inches . 

Maximum distance, 
chuck to base . .. 

Center of chuck to 
column, inches . . 

Net weight, pounds. 

Shipping weight, 

pounds .. • 50 

•A- NET EACH ...$14.00 ^ 

Type 1-1/2 A Stands. _ (Not described.) For use with - nkt' kaCH, #r«0.00 

electric drills. Bench Stand.. NET EACH* $54.00 

Post Stand .. 


4 

12 

4-1/4 

29 


18 

4-1/4 

39 

65 

$18.00 


14 

6 - 1/2 

55 

85 

$ 22.00 


4 

32 

6 - 1/2 

98 

155 

$ 20.00 


19 

6 - 1/2 

98 

135 

$32.00 


43 

6 - 1/2 

147 

200 

$30.00 


1-1/4. 1-1/2 and 2 jnch 


Fig. 4781 

A sturdy 1/4 inch electric drill amply powered 
and carefully constructed. This high power all ball 
bearing drill is light in weight and well balanced. 
Has UNIVERSAL motor; chrome nickel alloy steel 
gears, hardened, run in grease; high grade 3 jaw 
geared chuck; quick make and break thumb oper¬ 
ated switch; three conductor cable and rubber at¬ 
tachment plug. 

SPECIFICATIONS: Capacity in steel, 1/4 inches, 2000 
R.P.M. under load. Net weight, 4 pounds. Standard 
voltage 110, also available for 32, 220 and 250 volts. 
Price, same all voltages. 


$ 19*95 


★ NET 
EACH 


Light weight, balance, powerful long life mo¬ 
tors. This drill is designed for production service 
and is also a good all-purpose tool. UNIVERSAL 
motor operates on direct or alternating current, 60 
cycles or less. Equipped with ball bearings on 
armature and ball thrust bearing on chuck spindle. 
Gears are chrome-nickel alloy steel, hardened, run I 
in grease-tight gear case; quick make and break | 
trigger switch. 

SPECIFICATIONS: 3/8 inch capacity in steel. 750 
R.P.M. under load. Net weight, 9 pounds. Furnished 
for 32, 110, 220 and 250 volts, prices same for all 
voltages. 

$ 53*00 
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“UNITED STATES” ELECTRIC DRILLS 

Universal Motors For A.C. or D.C. Three Conductor Cable, 1 Wire For Grounding 

1/2 INCH SPECIAL BALL BEARING UNIVERSAL MOTOR 

U. S. 1/2 INCH SPECIAL BALL ^ 

BEARING 3/8 INCH HEAVY 
DUTY UNIVERSAL MOTOR 

A powerful, ball bearing drill of rugged construction, well bal¬ 
anced and easily handled. Has a wide range of usefulness and 
is an exceptionally fine tool for all-purpose work. 

MOTOR—Universal, operates on direct or alternating current 
(60 cycles or less) circuits with voltage 10% higher or lower than 
marked on the name plate. 

S I'ECI PIC ATI S— 

Chrome-nickel alloy 
steel gears, 



Fig. 4499 


harden¬ 
ed, run in grease; 
quick make, quick 
break two-pole trig¬ 
ger switch; ball 
bearings; combina¬ 
tion breast plate and 
spade handle; two 
side handles. 


Capacity in steel inch .... 

1/2 

3/8 

Speed under load, R.P.M. 

450 

750 

Net weight, pounds . 

14-1/2 

13 

Furnished for 32, 110, 



220 and 250 volts. Price, 



same all voltages. 



* NET EACH. 

$58.00 

$57.00 


$ 35.00 


A low priced, high quality drill 
for all around service with plenty 
of power for tough drilling in metal 
or wood, and for driving hole saws, 
wood augers, etc. 

The bearings on the armature shaft are S. K. F., grease packed, 
assuring smooth operation and long life. The chuck spindle is pro¬ 
vided with ball thrust bearings. Heavy chrome nickel steel gears 
run in grease tight gear case. Three jaw geared chuck. 2-pole 
Underwriter’s Approved Switch in side handle with lock to hold 
in ON position. 15 feet 3-wire Underwriter’s cable. Indestructible 

rubber attachment plug. _ ^ ^ ™ 

cppriFir \ tio\S' 1/2 inch in steel; 450 R. P. M. load speed, net 
we4ht?n pounds. 16 inches overall. Heavy duty UNIVERSAL Motor- 
can be furnished for 32, 110, 220 or 250 volt service. Trices same for all 
voltages.___ 



Fig. 4785 


tTz inch heavy DUTY — $70.00 

5/8 INCH STANDARD DUTY — $74.00 

Powerful ball bearing drills for continuous heavy production service, as 
well as reaming and honing. Ruggedly constructed. UNIVERSAL moter 
for A. C. or D. C. 



Fig. 4786 


SPECIFICATIONS — Chrome- 
nickel alloy steel gears, harden¬ 
ed, run in grease; quick make, 
quick break two-pole trigger 
switch; ball bearings; two side 
handles, one removable; combi¬ 
nation breast plate and spade 
handle. 


1/2 5/8 


400 

17 


Capacity in steel, inch 
Speed under load, 

R.P.M. 450 

Net weight, pounds... 16-1/2 
Furnished for 32, 

110, 220 and 250 

volts, same price. 

* NET EACH .$70.00 $74.00 



Fig. 4500 

5/8 and 3/4 Heavy Duty 

The most powerful of drills within 
their rated capacities 

For continuous production service. 
Rugged. Powerful. Double row of 
ball thrust bearings on chuck 
spindle. Combination breast plate 
and spade handle. 12 foot cord and 
plug. Volts, 110, 220, 250 or 32. 
Universal motor. Specify voltage. 
Cap. Load 

Size in Speed Wt. * NET 

Inch Steel R.P.M. Lbs. EACH 

% H.D. &-% 400 23^ JFS3.00 

% h!d: A-% 400 25 S^.OO 

Bench Drill Stand. .* EXTRA, $32.00 
Post Drill Bracket.* EXTRA, $36.00 



© 

Fig. 4501 
% Inch Heavy Duty 
Extremely rugged. Built for large 
work but comparatively light in 
weight. No. 3 Morse Taper Chuck, 
for taper shank drill bits, Si to % 
inch. Ball bearings. Two side 
handles, one removable. Feed screw. 
Combination breast plate and spade 
handle. 12 foot cord and plug. Uni¬ 
versal motor. Specify voltage. 

Capacity in Steel, Inches. % 

Load Speed, R.P.M.280 

Weierht Pounds. 

Volts .... .HO. 220, 250, 32 

■Jr NET EACH .$!)8.00 

Bench Drill Stand. .* EXTRA, £32.00 



1 , 1 * 4 , 1 % 

and 2 Inch 
Heavy Duty 
Drills 


Fig. 4502 


For large and heavy work. Con¬ 
tinuous service. Can be used for 
reaming in steel up to % of their 
capacity. Morse Taper Chucks: 1 
Inch, No. 3; 1 % Inch, No. 4; l 1 /^ Inch, 
No. 4; 2 Inch, No. 5. Ball bearing. 
Feed screw. Double grip handle. 12 
foot cord and plug. Volts, 110, 220 
and 250. Specify voltage. Universal 
motor. 



Cap. 

Load 



Size 

in 

Speed 

Wt. 

-fc NET 

Inch 

Steel 

R.P.M. 

Lbs. 

EACH 

1 

1 

200 

48 

$115.00 

1*4 

1U 

180 

70 

$105.00 

1% 

iy 2 

105 

73 

$248.00 

2 

2 

80 

85 

$275.00 

Bench Drill Stand, : 

1 Inch ., 

_$32.00 

Bench Drill 

Stand, 

1%. 1%. 

2. .$50.00 

i Post 

Drill Bracket, 

1 Inch 

_$36.00 

i i Post 

Drill Bracket, 

1%. 1%. 

2. . $54.00 
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SHEET (86) 


“UNITED STATES” ELECTRIC TOOLS 

V. S. ELECTRIC SCREW DRIVERS & NUT SETTERS 

Universal motor. A. C. or D. C. Specify 110 or 220 volts. With positive clutch, normally held in 
“open” position; and operates by pressure on the tool and releases when screws or nuts are driven 
up tight. The bits, locked in place by a spring pressed ball, are equipped with a “slot finder,” also 
with removable blade. Ball bearing. Used widely in production lines by manufacturers of furniture, 
boats, radios, automobiles, etc. 

Fig. 4787 

Midget Size 

For wood 
screws up to No. 

8. Not illustrated. 

With removable 
handle. Net 
weight, 4 pounds. 

Load speed, 450 
R.P.M. 

★ NET EACH, 

$53.00 



, Fig. 4594 

FOR WOOD SCREWS UP TO NO. 12 
FOR NUT SETTING UP TO 1/4 INCH 
Type 1. For wood screws up to No. 12. For 
lag screws up to 3/16 inch. For bolts and nuts 
up to 1/4 inch. 11-3/4 by 4-3/4 inches. Net weight, 

7- 1/2 pounds. Load speed, 450 R. P. M. 

★ NET EACH, $55.00 

Reversing Switch .EXTRA, $7.50 

Adjustable Clutch .4c EXTRA. $12.00 

FOR WOOD SCREWS UP TO NO. 16 
FOR NUT SETTING UP TO 3/8 INCH 
Type 2. For wood screws up to No. 16. For 
lag screws up to 5/16 inch. For bolts and nuts 
up to 3/8 inch, 12-1/2 by 4-3/4 inches. Net weight, 

8- 1/2 pounds. Load speed, 450 R. P. M. 

★ NET EACH, $72.00 

Reversing Switch .* EXTRA, $7.50 

Adjustable Clutch . * EXTRA, $12.00 



FOR WOOD SCREWS UP TO NO. 20 
FOR NUT SETTING UP TO 1/2 INCH 
Type 3. For wood screws up to No. 20. For 
lag screws up to 3/8 inch. For bolts and nuts up 
to 1/2 inch. 15-1/2 by 4-3/4 inches. Net weight, 14 
pounds. Load speed, 175 R. P. M. 

★ NET EACH, $94.00 
Reversing Switch .-)( EXTRA, $10.00 

FOR LARGEST SIZE W r OOD SCREWS 
FOR NUT SETTING 3/4 INCH AND UP 
Type 4. For wood screws up to largest size. 
For lag screws up to 1/2 inch. For bolts and nuts 
up to 3/4 inch, 19 by 5 inches. With combination 
spade and side handle. Net weight, 24 pounds. 
Load speed, 100 R. P. M. 

★ NET EACH, $120.00 

Reversing Switch .-K EXTRA, $10.00 


U. S. PORTABLE TAPPER 


U. S. PORTABLE 
SURFACE GRINDERS 



Fig. 4596 


Type 1. Yie inch tap in iron. %g inch 
tap in steel. % inch tap in brass. 14% 
by 4% inches. Net weight, 7% pounds. 

★ NET EACH, $75.00 


U. S. PORTABLE 

These are the only portable elec¬ 
tric saws having ALL these features: 
Patented beveling device, sets any 
angle without a try square. In¬ 
stantly set depth gauge will operate 
straight up and down. Does rafter 
or bevel cutting, cross, rip, plane, 
floor and pocket cutting pn stone, 
slate, wood or any building materi¬ 
al. " As an aid to even sawing a 
blower keeps saw dust away from 
markings. 

Ball bearing. Light weight. Sturdy. 
Will withstand severe usage. Top and 
bottom guards for protection. Two 
adjustments; for angle 0° to 60°; and 
depth 0 to full capacity. Handsaw 
type handle. Universal motor, D.C. or 
A.G. Specify 110 or 220 volt. Heavy 
duty bearings throughout. With cable. 
With case, 1 combination blade, 1 
cross cut blade, saw wrench, and 
grease gun. 


Powerful Time Saving 
Portable Tappers 


Universal motor. D.C. or A.C. A 
slight pressure drives the machine 
forward; with automatic reverse by 
backward pull when hole is tapped. 
Specify 110 or 220 volts. 


Type 2. % inch tap in iron. % inch 

tap in steel. % inch tap in brass. 15 
by 4% inches. Net weight, 9 pounds. 

★ NET EACH, $83.00 


ELECTRIC SAWS 



Fig. 4595 


Size 

Load 

Depth 

Wt. 

★ NET 

Inch 

R.P.M 

Inch 

Lbs. • 

EACH 

6 

4500 

l 7 /s 

10 

$70.00 

7 

4000 

2% 

13% 

$05.00 

8 

3600 

2% 

23% 

$135.00 

9 

3500 

3 Mo 

24% 

$150.00 

10 

3300 

35/16 

25% 

$165.00 

11 

3200 

4% 

26% 

$175.00 

Radial 

Arm.., 


, $78.00 



Fig. 4509 


Light in weight. Extremely dur¬ 
able. For grinding, buffing, polish¬ 
ing, sanding down castings, dressing 
off gas and arc welds, etc. Univer¬ 
sal motors. Chrome-manganese 
steel gears. SKF ball bearings. 
Double pole, quick make, quick 
break switch. Aluminum body. 
Guard. Grinding wheel. 12 foot 
cord and plug. 




-- Ajuau nurse vvi.'A'H jbt 

Size R.P.M. Power Lbs. EACH 

2-l/2xl/2xl/2 8800 1/5 10 $50.00 

4x*3/4x1/2 5000 1/4 11 $62.00 

5x3/4x5/8 4200 1/3 18 fsoioo 

6xlx5/8 3600 1/2 23 $100.00 

8xlx5/8 3100 1 53 $145.00 

__ _ Wt. Wheel, -kXET 

H.P. Lbs. R.P.M. Inches EACH 

110 or 220 Volts, A.C., 1, 2, 3 Phase, 
60 Cycle 

„ *6 64 3400 6x1 X % $108. 

1 85 3400 8x1 x % $155. 

220 or 440 Volts, A.C., 2, 3 Phase, 
60 Cycle 

38 3400 8 x 1 x % $ 150 , 

}700 10 xl%x i Jig 

178 1700 10x2 xl % $ 210 . 

For 110 and 220 Volts, D.C. 

54 3500 6x1 x % $113. 

80 2700 8x1 x % $150. 

132 2050 10x1 %x % $175. 

170 2050 10x2 xl% $220, 


1 % 

2 

3 

% 
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“UNITED STATES” ELECTRIC TOOLS 


U. S. FLEXIBLE 
SHAFT MACHINE 

«V” BELT DIIIVE. BALL BEARING. 



Four Speed 
Has four speeds of 950, 1250, 2400 
and 3600 R.P.M., supplying the prop¬ 
er speed for any job. The motor and 
driven shaft are equipped with ball 
bearings, also the hand piece. Motor 
40° rating and will stand a momen¬ 
tary overload of 100%. Specify volt¬ 
age, cvcle and phase for A.C., voltage 
for D/C. Rubber covered cable. High¬ 
est quality flexible shaft. Ceiling 
and larger types can be furnished, 
complete details on request. 

Arbor Shaft Core 
Length Diam. 

Feet Inch 
5% % 

5% % 

6 % % 


Horse Size 
Power Inch 
Vi % by 1 

& % by 1 

1 % by 1 % 




Single Speed, 3000 R.P.M 
Arbor Shaft Core 
Horse Size Length Diam. 
Power Inch Feet Inch 
Vi % by 1 5 % % 

% % by 1 5 % % 

1 % by 1 % 6% 



* NET 
EACH 
$ 100.00 
$148.00 
$ 102.00 



u. S. AIR CONDITIONED SANDERS 

New Features: Air Cleaner—New Air Outlets (blows dirt away 
from operator)—Dust Proof Switch—More Power—Dust Seal Ball 
Bearings throughout—Spiral Tooth Right Angle Gears—Balance. 

7 Inch Utility .. $39-50 

7 Inch Standard .$53*00 

7 Inch Heavy Duty, . ... $75*00 
9 Inch Light Duty.....$78.00 _ 

Fig. 4597 

Ruggedly constructed, dependable, and indispensable tools for body 
shops, woodworking plants, fender repair shops, sheet metal shops, etc. 
They are ideal for use where a polish is required on wood or metal. The 
disc is flexible, which permits covering a surface without danger of 
gouging. For sanding operations prior to painting or refinishing. 
For touching up rough spots, smoothing castings, cleaning concrete mix¬ 
ers and forms, all sanding jobs, etc. 

SPECIFICATIONS: UNIVERSAL Motor operates on direct or alternat¬ 
ing current of the same voltage, 60 cycles or less, 32, 110, 220 or 250 volts. 
Spindle is 5/8 inch diameter, 16 thread. Ball bearings throughout. Light 
angle spiral tooth gears. 15 feet flexible rubber covered cable with at¬ 
tachment plug, flexible disc pad. 4 each No. 16, No. 35 and No. 50 grit 
abrasive discs. 

Size Under Load 

7 Inch Utility 2200 R.P.M. 

7 Inch Standard 3 200 R.P.M. 

7 Inch Heavy Duty 3800 R.P.M. 

9 Inch Light Duty 2700 R.P.M. 

Fig. 4*600 7 In. Sanding Discs. M NET EACH. $0.30 5 in pkg., * NET, $1.35 
Fig. 4600 9 In. Sanding Discs. NET EACH, $0.40 5 in pkg., -fc NET, $1.80 


Weight 

8-1/2 Pounds 
11 Pounds 

10 Pounds 

12-1/2 Pounds 


* NET EACH 
$39.50 
$53.00 
$75.00 
$78.00 


U. S. HI-SPEED PORTABLE GRINDER 



Fig. 4608 


Weight Length ★ Net 
Type Watts Pounds Inches Each 
With Rack Handle 
HSG20 140 4 Vi 15 $27.50 

HSG18 220 5% 15% $30.00 


Cool running. For continuous pro¬ 
duction service. For general industrial 
use. Universal motor, A.C. or D.C. 
Specify 110 or 220 volts. Precision ball 
bearings enclosed in dust-proof hous¬ 
ing. Concealed three-jaw geared chuck, 
0 to % inch. Chuck key. With cable. 
Maximum grinding wheel to use is 
2 inch diameter. No load speed 17000 
R.P.M. 


Weight Length ★Net 
Type Watts Pounds Inches Each 
Without Back Handle 
HSG20X 140 3% 12 $27.50 

HSG18X 220 5% 12 $36.00 


ROTARY HIGH SPEED STEEL FILES 

Fig. 4609 

For use with Hi-Speed grinders, Flexible Shaft machines, etc. i %4 inch 
Length of shank varies from 1% to 2% inches. Made of high speed 


shank. 

steel. 

A. 

B. 


Medium or fine cut. 

Coarse, extra fine, or cast iron 
cut. 

Fine cut, double high speed 
steel. 



* NET EACH 


Cast 

Iron 

Cut 


Coarse 

Cut 


Med. 

Cut 


Fine 

Cut 


Extra 

Fine 

Cut 


Fig. 4505 

Right Angle Hand Piece 

1 to 1 Ratio (Without Pad) . .$40.00 
1% to 1 Ratio (Without Pad) . .$45.00 

2 to 1 Ratio (Without Pad) . $45.00 

7 Inch Flexible Pad (% H.P.) $ 7.00 

9 Inch Flexible Pad (%, 1 H.P.) $ 0.00 

Fig. 4506D Abrasive Discs 

7 Inch, 16, 36, 50 or 100 grit-$0.30 

9 Inch, 16. 36. 5ft or 10« grit. . . $0.40 

Fig. 4506B Lamb’s Wool 
Polishing Bonnet 

7 Inch .$2.00 

9 Inch .$2.50 

Fig. 4506P Felt Rubbing Pad 

7 Inch ...$1.50 

9 Inch .$2.00 


Style 

Length 

Max. 

No. 

Cutter 

Diam. 

50 

1 

y 

51 

H 

•56 

52 

V4 

% 

53 

H 


54 

H 

•56 

55 

% 

% 

56 

H 

% 

57 

*J6 

"4i 

58 


% 

59 

2 % 

29 4 

60 

% 

s ?<r. 

61 

v* 

% 

62 

% 


63 

m 

7 4 

64 

m 

% 

65 

m 

% 

66 

iht 

% 

67 


15 16 

68 

m 

% 


ABC 

2.25 2.80 3.00 
0.35 1.05 1.10 
0.90 1.10 1.20 
1.05 1.35 1.40 
1.00 1.25 1.35 

1.25 1.50 1.65 

1.25 1.50 1.65 
1.35 1.70 1.80 
1.60 1.95 2.10 
1.90 2.40 2.55 

2.25 2.80 3.00 
1.95 2.40 2.60 
1.60 2.00 2.15 
1.60 2.00 2.15 
1.95 2.40 2.60 
1.70 2.10 2.20 
1.40 1.80 1.95 
1.50 1.90 2.00 
1.40 1.80 1.95 
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“UNITED STATES” ELECTRIC GRINDERS 

Information And Prices On Complete Line Of Grinders On Request 


U. S. TOOL POST ELECTRIC GRINDER 

Fig. 4319 

For use on lathes with 
compound rest. Applica¬ 
tions are grinding centers, 
reamers, dies and rolls; can 

be used on shapers and 

planers for surface grind¬ 
ing. Compact. Built for 

A continuous operation. Split 

l jg,! taper bronze bearings, ad- 

7^7 —"-J? justable to wear. Dust- 
proof collars. Index for 

cutter grinding; internal 
grinding attachment 4 in¬ 
ches long; l*4x*4x*4 inter¬ 
nal wheel; one external wheel. SPECIFY 110 or 220 volts. 




H.P. & 

Speed 

Wheel 

★ NET 

Type 

Current 

R.P.M. 

Size 

EACH 

R 

% D.C. 

3600 

6x%x% 

$75.00 

RA 

*4 A.C. 

3450 

6x%x^ 

$60.00 

RR 

*4 D.C. 

3000 

8x%x% 

$05.00 

RRA 

% A.C. 

3450 

8xkx% 

$00.00 



HOEIZONTAL FEED CENTER GRINDERS 

>Fig. 4621 

For use on shapers, planers, 
boring mills and lathes. Motor 
and equipment same as desig¬ 
nated for tool post grinders. 

Wheel guard furnished if de¬ 
sired. H and JH are for D.C., 

110 or 220 volt; HA and JHA 
are for A.C., 60 cycles, 1, 2 or 
3 phase; HU (Universal) for 
either A.C. or D.C., 60 cycles 
or less. 

Type 
H 

HA 
JH 
JHA 

U. S. ANGLE PLATE GRINDERS 

For use on shapers, lathes 
(14 inch or larger swing), 
planers and boring mills. 
Mounted on angle plate 
which straddles the tool post 
of the lathe, can be raised 
or lowered to suit the height 
of centers, swiveled at any 
angle, and reversed for grind¬ 
ing close to tailstock centers. 
Wheel guard furnished is 
desired. HB and HBB are 
for D.C., 110, 220 volt; HBA 
and HBBA are for A.C., 1, 
2 or 3-phase, 60 cycles. 



Size 

Speed 

Horiz. 

Wt. 

★ NET 

H.P. 

Wheel 

R.P.M. 

Feed 

Lbs. 

EACH 

% 

6x%x% 

3500 

2%" 

24 

$80.00 

V4. 

6x%x% 

3400 

2%" 

32 

$75.00 

Vz 

8x%x% 

3000 

5*4" 

63 

$105.00 

Vz 

8x%x% 

3400 

5^" 

60 

$100.00 



Fig. 4622 


Type 

HB 

HBA 

HBB 

HBBA 


Horse 

Power 

y* 

y 4 

Vz 

Vz 


Size 

Speed 

Wt. 

★ NET 

Wheel 

R.P.M. 

Lbs. 

EACH 

6x%x*4 

3600 

24 

$75.00 

6x%x*4 

3450 

28 

$70.00 

8x%x% 

3000 

54 

$105.00 

8x%x% 

3450 

62 

$100 00 


U. S. VERTICAL FEED 
ANGLE PLATE GRINDERS 

For use on shapers, planers, 
boring mills and lathes. Appli¬ 
cations:—grinding centers; 
reamers; cutters; dies; rolls; 
journals; crankshafts; and 
surfaces. Mounted on angle 
plate assuring rigidity during 
operation. Combination of 
both vertical and horizontal 
feed, 20% additional. Hori¬ 
zontal angle plate furnished 
in place of vertical without 
charge. Vertical adjustment; 

V 4 & y> H.P., 3 inch; 1,2,3 
H.P., 5 inch. 

Speed Wheel ★ NET 

Type H.P. R.P.M. Inches EACH 



Fig. 4511 


PAN-AMERICAN HIGH-SPEED GRINDER 





JA 
JKA 
MA 
MMA 

J 

JK 

M 

MM 


For A.C., 60 Cycle, 1, 2 or 3 Phase 110 or 220 Volt 


% 


Vz 


3400 
1750 
1750 
1750 
,C. 110 
3000 
2400 
2050 
1450 


FOR PRECISION AND ACCURATE WORK 

For use on 10 inch and 
larger lathes; planers; 
boring mills; etc; and will 
grind within 2 inches of 
the maximum swing. Used 
for accurate external, in¬ 
ternal or surface grinding. 

Universal ball bearing 
motor. The angle plate is 
bolted to the tool rest of 

the lathe, has mounted on 4607 

it the ball bearing spindle, 

which has a vertical adjustment of 4 inches and can also 
be set at an angle. Motor and grinding spindle can be 
turned end for end when grinder is used on rear of lathe. 
Speeds of 30,000, 16,500, 9500 and 5500 R.P.M. are obtain¬ 
able by changing pulleys and belts. Internal spindle has 
3 inch reach, 6 inch furnish in place of 3 inch on special 
order. Two belts. Four pulleys. Four wheels. 

Type 1ILLU. ^4 horse power. Specify 110 or 220 
volts. External wheel, 4 by % by % inch. Internal 
wheels, 1*4 by *4 by *4 and 1 by *4 by *4 inches. Face 
cup wheel, 3^4 by 1^ by *4 inch. Net weight, 40 pounds. 

* NET EACH, $160.00 

Type IILSLU. *4 horse power. Specify 110 or 220 
volts. External wheel, 6 by % by *4 inch. Internal 
wheels, 1^4 by }4 by *4 and 1 by *4 by *4 inches. Face 
cup wheel, 3^4 by 1^4 by % inch. Net weight, 50 pounds. 

* NET EACH, $195.00 

“UNITED STATES” ELECTRIC 
VERTICAL SPINDLE GRINDERS 


Heavy 

Duty 

Ball 

Bearings 
Operate 
In Bath 
of Oil 



For Use On 
Planers, 
Boring Mills, 
Lathes, 
Milling 
Machines, 
Etc. 


Fig. 4620 

For heavy thrust grinding with spindle in hori¬ 
zontal position. For use on boring mill, lathe, 
planer, milling machine, etc., they are mounted at 
any angle, horizontal to vertical. Motor, 40° Centi¬ 
grade ratings, momentary overload capacity more 
than 100%. Heavy duty ball bearings support 
spindle. Bearings operate in bath of oil, enclosed 
in leakproof housing. Motor switch with cable, 
and one grinding wheel either straight or cup shape 
of size listed. 

Furnished for 220, 440 or 550 volts, 2 or 3- 
phase, 25 to 60 cycles, alternating current, 110 and 
220 volt, direct current. For other than 50 or 60 
cycles, A.C., increase price 10%. For 110 volts, 
A.C. increase price 10%. Angle plate mounting 
with screw feed, either horizontal or vertical, can 
be furnished at 10% additional. Combination hori¬ 
zontal and vertical feed at 20% additional. 


8x %x% 
10x1 x% 

$110.00 

$155.00 


Horse 

Speed 

Cup 

Wheel 

Straight 

Wheel 

A.C. 

★NET 

D.C. 

★NET 

12x1^4x78 

$240.00 

Type 

Power 

R.P.M. 

Inches 

Inches 

EACH 

EACH 

14x1 ^xl *£ 

$200.00 

AGl 

1 

3600 

5x3-1/2 

8x1 x 7/8 

$180. 

$200. 

220 Volt 


AG2 

2 

3600 

5x3-1/2 

8x1-1/2x 7/8 

$270. 

$300. 

8x %x% 
10x1 x7s 

$115.00 

AG3 

3 

3600 

5x4 

8x2 xl-1/8 

$330. 

$360. 

$105.00 

AG4 

5 

1*00 

10x4 

12x2 xl-1/4 

$405. 

$500. 

AG5 

7-1/2 

1800 

10x4 

14x2 xl-1/2 

$500. 

$600. 

12x1 *4 x% 

$255.00 

AGIO 

10 

1200 

16x4 

18x3 x2 

$660. 

$860. 

14x1 *£xl V6 

$310.00 

AG15 

15 

1200 

16x4 

20x3 x2 

$750. 

$900. 
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Information And Prices On Complete Line Of Grinders On Request 


U. S. TYPE XX PRECISION GRINDER 



Fig. 4789 


The U. S. Type XX Precision Grinder can be supplied for either 
the external or internal grinding. The ball bearing grinding wheel 
spindles are interchangeable on corresponding sizes. These grind¬ 
ers are designed for a wide range of accurate work. They are adapt¬ 
able for use with lathe, planer, boring mill, milling machine, etc.; 
for internal or external grinding and can be used in vertical or hor¬ 
izontal position. The grinding wheel spindles are equipped with 
matched precision ball bearings and are enclosed in dust proof 
housing. 

Can be furnished for direct current or alternating current any standard 
voltage; 25 to 60 cycle, 1, 2 or 3-phase. (Motors are NOT universal). Al¬ 
ternating current prices shown in price sheet are for 1,2 or 3-phase for 
types XXI and XX2; and are for 2 or 3 phase grinders of 1-1/2, 2, 3 and 5 
H. P. sizes. 

For single phase grinders of 1-1/2 H. P. and larger add 10% to A. C. 


not pi ite. 

The ball bearing motors are totally enclosed fan cooled, dynamically 
balanced, are for continuous duty within their rated capacity with tem¬ 
perature rise not to exceed 40° C. 






Size 

Size 

Size of 

Size of 




Internal 

External 

of Wheel 

of Wheel 

Arbor 

Arbor 

Net 



Spindle 

Spindle 

Internal 

External 

Internal External Weight 

Type 

H. P. 

E. P. M. 

R. P. M. 

Inches 

Inches 

Inches 

Inches 

Pounds 

XX0 

1/4 

15000 

5500 

1-1/2X3/8 

4X 1/2 

3/8 

1/2 

40 

XXI 

1/2 

6250 

3700 

3-1/2X1/2 

6x 3/4 

1/2 

3/4 

85 

XX2 

1 

6000 

3000 

4 xl/2 

8x1 

5/8 

1-1/4 

155 

XX3 

1-1/2 

6000 

3000 

4 xl/2 

8xl-l/4 

5/8 

1-1/4 

170 

XX4 

2 

4600 

2350 

4-l/2x3/4 

10x1-1/2 

3/4 

1-1/2 

220 

XX 5 

3 

4300 

2050 

5 x3/4 

12x1-1/2 

3/4 

1-1/2 

280 

XX6 

5 

3700 

1700 

6 xl 

14x2 

1 

2 

360 


U. S. COMBINATION 
GRINDER AND BUFFER 



Fig. 4512 

Complete with guard, adjustable 
tool rest, tool tray, and water pot. 
The buffer spindle can be used with 
cloth, felt, or wire wheels, (these 
wheels are extra). 40° motor. Spe¬ 
cify voltage, cycle and phase for A.C. 
Specify voltage for D.C. For 110, 220 
or 440 volts, 60 cycle, 2 or 3 phase, 
A.C., or 110 or 220 volts, D.C. at fol¬ 
lowing prices. Abrasive wheel fur¬ 
nished on % and 1 horse power only. 


Horse Wheel Speed Net Each 


Power Size 

R.P.M. 

A.C. 

D.C. 


BENCH 

TYPE 


% 

8x1 x % 

3450 

$100. 

$110. 

1 

10x1 %x % 

1750 

$1G0. 

$180. 

2 

12x2 xlV» 

1750 

$258. 

$313. 

3 

12x3 xl% 

1750 

$305. 

$405. 


PEDESTAL TYPE 


With 


With 
Internal Spindle 


Extra 

Internal 


Type 

XXO. 

A. C. 

D. C. 

Length 

A. C. 

D. C. 

Spindle 

$100. 

$100. 

$100. 

$100. 

$50.00 

XXI. 

$145. 

$147. 

12 

$145. 

$147. 

*50.00 

XX2. 

$195. 

$211. 

16 

$195. $211. 

*60.00 

XX3. 

$210. 

$246. 

16 

$210. 

$246. 

*65.00 

XX4. 

$195. 

$334. 

16 

$295. 

$334. 

*75.00 

XX5. 

$350. 

$430. 

16 

$350. $430. 

*80.00 

XX6. 

$525. 

$690. 

16 

$525. 

$690. 

*100.00 


8 

Inch 


Extra Internal Spindles 


12 

Inch 


16 

Inch 


20 

Inch 


24 

Inch 


*45.00 

*50.00 

*55.00 

*65.00 

*75.00 


*50.00 

*60.00 

*65.00 

*75.00 

*80.00 


*50.00 . 
*60.00 
*65.00 
*75.00 
*80.00 


*70.00 . 

*75.00 . 

*85.00 *100.00 
*95.00 *125.00 


*90.00 *100.00 *100.00 *125.00 *150.00 
Prices for above machines include only one external spindle or only one regular in¬ 
ternal spindle. Special length internal spindles can be furnished at prices shown aboz>e. 


‘UNITED STATES’ ELECTRIC 
UTILITY BALL BEARING GRINDERS 


2 and 3 Horsepower* For Alternating Current Only 

These Grinders are adapted for grinding of all kinds of tool 
and general purpose grinding. Built for continuous service within 
its rated capacity. 



Fig. 5256 


Furnished complete as illustrated, with one 
coarse and one fine grinding wheel. Adjust¬ 
able tool rests mounted on frame. Heavy ped¬ 
estal. Hinged type enclosed wheel guards, ad¬ 
justable to wheel wear, with exhaust connec¬ 
tions. Overload protection starter with push 
button control. Tool tray and water pot. Fur¬ 
nished for 220, 440 or 550 volts, 2 or 3 phase, 
50 or 60 cycles alternating current. For other 
thaw 50 or 60 cycles, increase the price 10%. 
SPECIFY: Voltage, cycles, and phase. 


Horsepower . 

Speed, R.P.M. 

Size of Wheel, Inches. ....... 

Diameter of Spindle between 

Flanges . 

Spindle Length Overall, 

Inches . 

Base Size at Bottom, Inches. 
Height from Floor to Center 

of Spindle ... 

Net Weight, Pounds. 


1750 

12x2 

1-1/4 

27 

19x20 

39 

460 


3 

1750 

14x2-1/2 

1-1/4 

30 

19x20 

39 

500 


★ NET EACH, A.C. ONLY.... $200. $250. 

Eye Shields. Includes frame and glass. 

★ NET PAIR, $7.00 


% 

8x1 

x % 

3450 

$120. 

$130. 

1 

10x1 %x % 

1750 

$100. 

$210. 

2 

12x2 

xl% 

1750 

$288. 

$343. 

3 

12x3 

xiy 4 

1750 

$355. 

$435. 


U. S. BENCH AND 
PEDESTAL POLISHERS 



Fig. 4625 

Used for continuous, heavy duty 
service for all kinds of buffing and 
polishing. Wheels are not furnished. 
The motors are made for heavy duty 
service, built to N.E.M.A. standards 
and are rated for continuous service 
at full load with a temperature rise 
of 40 degrees. Heavy duty bearings 
throughout. Double pole, quick make, 
quick break switch. Specify speed of 
1 horsepower machines. 


Recom- Height 
R.P.M. mended to Net 
Horse (at 60 Wheel Center of Weight 
power cycle) Size Spindle Pounds 


% 

1 

% 

1 


BENCH TYPE 
3450 6x %x% 8% 

1750-3450 8x1 x% 9% 

WITH PEDESTAL 
3450 6x %x% 36 
1750-3450 8x1 x% 37% 


90 

115 


168 

267 


PRICES QUOTED ON REQUEST 
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Information And Prices On Complete Line OS Grinders On Request 

‘UTILITY’ BALL BEARING BENCH AND FLOOR GRINDERS 

$ 98.00 

ft&O.AA sa 

$40.00 




$ 25.00 




Four sizes of ball bearing grinders shown are adapted for grinding all 
kinds of edge tools and general purpose grinding. Designed for continu¬ 
ous service within their rated capacities. 

Motors—are ball bearing totally enclosed dust proof. Switch—toggle in 
base of all Utility grinders; centrifugal starting switch on 6", 7" and 8" 
grinders. Repulsion induction motor in 10" grinder. 

Equipment—Furnished complete as illustrated with one medium coarse 
and one medium fine first grade grinding wheel. Three conductor cable 
and rubber attachment plug furnished on all single phase and direct cur¬ 
rent grinders. Two and three phase grinders are arranged with leads 
for conduit connection. Adjustable work rests and spark breakers are 
mounted on the wheel guards. 

The motors are not universal. Specify whether for alternating or di- 



6, 

7, 8 Inch 
Pedestal 
Fig. 4794 

1 Gvl LU1 i Clil* 1U1 Xl « V_/ • l J V UliagC) vj vlC 

state voltage only. Alternating current, 110, 220 

CWiU X' 

or 440 volts, 

25 to 60 

10 In. & 8 In. H.D. 
Pedestal 

Fig. 4795 

cycles, 1, 2 or 3-phase. Direct current, 32 (6" only), 110, 220 volts. For 
other than 50 or 60 cycles, increase price 10%. 




UTILITY 

BENCH GRINDER SPECIFICATIONS 








Length 

Floor to 

Dimension 

Net 

-K NET 

* NET 

Size 



Wheel Size 

Spindle 

Center of 

Overall Weight 

EACH 

EACH 

Inch 

H.P. 

R.P.M. 

Inches 

Over All 

Spindle 

Inches 

Pounds 

A.C. 

D.C. 

6 

1/4 

3450 

6xl/2xl/2 

13-1/2 

5 

14x 8x 8-1/2 

36 

$25.00 

$42.00 

7 

1/3 

3450 

7x3/4x5/8 

14-1/4 

5-3/4 

15x10x10 

46 

$40.00 

$44.00 

8 

1/2 

3450 

8x1 x5/8 

18-1/8 

6 

19x10x11 

71 

$00.00 

$02.00 

10 

3/4 

1750 

10x1 x3/4 

22-1/2 

9-3/4 

24x13x16 

142 

$08.00 

$102.00 




UTILITY PEDESTAL GRINDER SPECIFICATIONS 




6 

1/4 

3450 

6xl/2xl/2 

13-1/2 

37 

14x 8x40-1/2 

111 

$40.00 

$57.00 

7 

1/3 

3450 

7x3/4x5/8 

14-1/4 

37-3/4 

15x10x42 

121 

$55.00 

$59.00 

8 

1/2 

3450 

8x1 x5/8 

18-1/8 

38 

19x10x43 

146 

$75.00 

$77.00 

10 

3/4 

1750 

10x1 x3/4 

22-1/2 

39 

24x13x46 

242 

$124.00 

$128.00 


U. S. BALL BEARING HEAVY DUTY 
BENCH AND PEDESTAL GRINDERS 



EIGHT INCH. Fig. 4508 

Wheel size is 8 by 1 by % inch. % 
horsepower. 3450 R.P.M., (60 cycle). 
20% inch spindle overall. 21% by 12 
inches. Net weight: Bench Type, 115 
pounds; Pedestal Type, 225 pounds. 
For other than 50 or 60 cycle, A.C., 
increase A.C. price 10%. 


For continuous heavy duty. Ball 
bearings are enclosed in dust proof 
boxes. Totally enclosed dust proof mo¬ 
tor. Adapted for general purpose 
grinding. Furnished complete with 
one coarse and one fine grinding 
wheel; adjustable guards; adjustable 
tool rests; cable; attachment plug and 
switch. The 40° motors are not uni¬ 
versal. Specify: For A.C., voltage, 
cycle, and phase; for D.C., voltage. 
Alternating current 110, 220, or 440 
volts, 50 or 60 cycle, 1, 2, or 3 phase. 


TEN BY ONE INCH. Fig. 4C05 
Wheel size is 10 by 1 by % inch. 
1 horsepower. 1750 R.P.M. 18% inch 
spindle overall. 19% by 14 inches. Net 
weight: Bench Type, 180 pounds; 
Pedestal Type, 260 pounds. For other 
than 50 or 60 cycle A.C., increase 
A.C. price 10%. 



TEN BY 1U INCH. Fig. 4606 

Wheel size is 10 by 1% by % inch. 
1 horsepower. 1750 R.P.M., (60 cy- 
cles). 22% inch spindle overall. 23 
by 14 inches. Net weight: Bench Type, 
190 pounds; Pedestal Type, 270 
pounds. For other than 50 or 60 cycle 
A.C., increase A.C. price 10%. 




★ NET EACH 

Bench Type, A.C. $90.00 

Bench Type, D.C.. . $95.00 

With Pedestal, A.C.$110.00 

With Pedestal, D.C....$115.00 


*NET EACH 

Bench Type, A.C.$120.00 

Bench Type, D.C...$123.00 

With Pedestal, A.C.. . . .$140.00 

With Pedestal. D.C. $143.00 


★ NET EACH 

Bench Type, D.C.$143.00 

Bench Type, A.C.. . $100.00 

With Pedestal, A.C.. . .$175.00 

With Pedestal, D.C.. $190.00 
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U. S. BALL BEARING GRINDERS 



Fig. 4513. Mfrs. 10 

2 to IVz horsepower for extra heavy duty service. 
Built to N.E.M.A. standards. Enclosed heavy duty ball 
bearings support the heavy one-piece alloy steel 
spindle. Equipped with remote control, assuring motor 
protection under all conditions. Guards are hinged 
door type, adjustable to wheel wear. Equipped with 
shaft locking device, adjustable tool rests and eye 
shields. Wheels are extra. Direct current and other 
current prices on request. 



Speed, 

Wheel 

Spindle, 

H.P. 

R.P.M 

Inches 

Inches 


A.C., 110, 220, 440, 

or 550 Volts. 



2 or 3 Phase. 50, 

or 60 Cycle. 


2 

1750 

12x2 

26^x1% 

3 

1750 

12x3 

30ftxlK 

5 

1750 

14x3 

36*4x114 

IVz 

1120 

16x2 

39 xl% 

7% 

1120 

18x3 

41 xl *4 

7^ 

1120 

20x3 

41 xl % 


U. S. HEAVY DUTY TOUR 
BALL BEARING GRINDERS 



Fig. 4515. Mfrs. 40 


For heavy duty continuous production service under 
the most severe conditions. The rugged construction 
eliminates vibration and assures long and satisfactory 
service. Motors 40°, built to N.E.M.A. standards. Four 
heavy duty ball hearings, in dust-proof boxes, support 
the heavy one-piece spindle. Remote control in base 
of grinder has overload protection and no voltage 
release. Hinge door type guards are adjustable to 
wheel wear. Adjustable tool rests. Eye shields. 
Shaft locking device. Wheels are extra. Prices for 
Direct Current and for other current specifications on 
request. 

Speed Wheel Spindle 

H.P. R.P.M. Indhes Inches 


IVz 

7% 

10 

15 

20 


A.C., 220, 440 or 550 Volts. 

2 or 3 Phase. 50 or 60 Cycle. 


1120 

18x3 

1120 • 

20x3 

850 

24x4 

850 

24x4% 

680 

30x5 


66%x2 

66^x2 

68%x2% 


J r a Vi 
70^x2% 
76^x3 


U. S. HEAVY DUTY 
FOUR BALL BEARING GRINDER 



Fig. 4626. Model 20 

Can be furnished with 8 inch housing or with 12, 
or 17 inch housing at the same price. Made for con¬ 
tinuous production service. Motors are built to N. 
E. M. A. standards and are rated for continuous serv¬ 
ice at a full load with a temperature rise of 40 degrees. 
Heavy duty ball bearings, enclosed in dust-proof boxes, 
support the heavy chrome manganese steel spindle. 
With remote control in the base which assures motor 
protection under all conditions. The push button is 
on the motor frame. Wheel guards are made of elec¬ 
tric steel, hinged door type, adjustable to wheel wear. 
Adjustable tool rests and eye shields. Grinding wheels 


Horse 

Power 

2 

3 

5 


7 Vz 
7Ms 


1 c l. 

R.P.M. 

Size of 

Spindle 

Length 

Base 

Center of 

(at 60 

Wheel 

Diameter 

Spindle 

Size 

Spindle 

Cycles) 

(Extra) 

at Flange 

Inches 

Inches 

to Floor 

1750 

12x2 

1% 

37 

19x20 

39 

1750 

12x3 

1 % 

39 

19x20 

39 

1750 

14x3 

1% 

44 

26x27 

38 

1120 

16x2 

1% 

46 

27x29 

36 

1120 

18x3 

1% 

47 

27x29 

36 

1120 

20x3 

1*4 

47 

27x29 

36 

1800 

20x3 

1% 

46 

27x29 

36 


Net 

Wt. 

Lbs. 

460 

540 

760 

1260 

1270 

1300 

1300 


♦Specify diameter of center hole of wheel to be used. 


U. S. ADJUSTABLE SPEED GRINDER 

For Alternating Current 



Fig. 4627 

This adjustable speed grinder is equipped with the 
U.S. Patented Gear Drive Transmission. Efficient 
peripheral speed maintained clear down to flanges. 
Four wheel speeds available instantly; just shift gears 
with a lever. Motor built to N'.E.M.A. standards, rated 
for continuous service with a temperature rise of 40°. 
Motor runs on heavy duty ball bearings enclosed in 
dust-proof housings. Control, push button which 
carries no voltage release and overload protection. 
Chrome-manganese steel one-piece shaft supported by 
four heavy duty ball bearings, protected by labyrinth 
seals. Patented boiler plate wheel guards, adjustable. 
Eye shields and adjustable tool rests are standard 
equipment. Furnished for A.C., 220, 440, 550 volts; 25, 
40, 50 and 60 cy*cle, 2 or 3 phase. 


Horse 

Power 

3 

5 

7% 

IVz 

7% 

7% 

10 

15 


■^heel 

Size 

12"x2" 

14"x3" 

18 "x 2 " 

20"x2" 

18 "x 2 " 

20"x2" 

24"x3" 

30"x3" 


Spindle 
Diameter 
Model 64 
1% W 
1H" 

1%" 

IW 

Model 65 

2 " 

2 " 

2M>" 

3" 


Spindle 

Length 

54" 

56" 

62" 

62" 

60" 

60" 

62" 

64" 


height 

Pounds 

1100 

1180 

2200 

2300 

2900 

2950 

3100 

3250 


PRICES AND INFORMATION ON REQUEST 
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U. S. BUFFERS AND POLISHERS 


Fig. 4514. Mfrs. 90 


For continuous production service under the most 
severe conditions. Heavy duty ball bearing’s support 
the alloy steel spindle. Extended spindle, as shown 
in small illustration, can be furnished. Specify size 
of spindle; 8, 12 or 17 inch. Furnished A.C. for 220, 
440 or 550 volts, 2 or 3 phase, 50 or 60 cycle. For D.C., 
110, 220 or 550 volts. Prices on request. 



Speed, 

Spindle 

Spindle 

Base 

Net 

Horse 

R.P.M. at 

Diameter 

Length 

Size at 

Weight 

Power 

60 Cycle 

Inches 

Inches 

Bottom 

Pounds 

2 

1750 or 3450 

1% 

48 

19x20 

440 

3 

1750 or 3450 

1%4 

50 

19x20 

480 

5 

1750 or 3450 

1V4 

62 

26x27 

650 

7 % 

1750 or 3450 

IV 4 or 1% 

65 

26x27 

695 

10 

1750 or 3450 

1% 

65 

26x27 

755 

15 

1750 or 3450 

1% 

67 

27x29 

800 

20 

1750 or 3450 

1% 

67 

27x29 

850 


U. S. MULTI-SPEED 

BUFFER AND POLISHER—FOR A. C. ONLY 



Fig. 4516. Mfrs. 95 


Gives four speeds of 2000, 2200, 2500, or 2700 R.P.M. 
with alternating current. For the plating industry. 
Equipped with a composite gear drive, simple in de¬ 
sign, positive in action, and exceptionally flexible in 
speed. Speeds are changed by adjusting the speed lever 
mounted on the front of the machine. Motors are 
built to N.E.M.A. standards. For continuous service. 
With remote control. For 220, 440 or 550 volt, A.C. 50 
or 60 cycle, 2 or 3 phase, A.C. only. 



Shaft 

Diameter 

Length 

Base 

Floor 

Horse 

Between 

Inches at 

Spindle 

Size 

to Center 

Power 

Flanges 

* Bearing 

Housing 

Inches 

of Spindle 

1 

% 

1.378 

8 or 12 

22x31 

39 

2 

lYs 

1.378 

8 or 12 

22x31 

39 

3 

IV 4 

1.575 

8 or 12 

22x31 

39 

5 

1 % 

1.575 

8 or 12 

22x31 

39 

7% 

IV 4 or 1 % 

1.968 

8 or 12 

24x37 

39 

10 

iy 4 or 1 y 2 

1.968 

8 or 12 

24x37 

39 

15 

2 Max. 

2.362 

8 or 12 

24x37 

39 

20 

2 Max. 

2.362 

8 or 12 

24x37 

39 


U.S. HEAVY DUTY SELECTIVE SPEED 
BALL-BEARING BUFFER AND POLISHEI 



The center of spindle overhangs the front of the bas< 
7 inches, making this machine adaptable for large work 
The motor in the base is ball bearing and sets on : 
hinged platform with the adjusting screw on the outsid< 
for belt adjustment. This motor is built for continuou; 
heavy duty service, according to N.E.M.A. standards, 40 
temperature rise. Specify: Multiple V or flat belt. Chrome 
manganese one-piece shaft is supported by four heav: 
duty ball bearings. Length of housing is 8 inches; 12 o 
17 inch lengths can be furnished at same price. Pusl 
button control, with no voltage release and overload pro 
tection. SPECIFY Spindle Speed wanted. 



Size 

Floor to 

Length 

B^se 

Net 

Inche 

Horse 

Arbor 

Center of 

Spindle 

Size 

Weight 

Be twee 

Power 

Inches 

Spindle 

Inches 

Inches 

Pounds 

Flange 

3 

1% 

39 

54% 

25x26 

1200 

1% 

5 

IV 4 

39 

56 

25x26 

1250 

2 

7 % 

iii 

39 

58 

25x26 

1700 

3 

10 

1% 

39 

66 

29x34 

1725 

3 

15 

1 % 

39 

66 

29x34 

1925 

3 

20 

1% 

39 

68 

29x34 

1950 

4 


U.S. COMBINATION GRINDER AND DISC 
GRINDER 



Fig. 4628. Mfrs. Model 70. 

Has a wide range of uses. The machine is complete 
ready to attach to the power line. Complete equipmenl 
includes right-hand universal feed table, left-hand side 
for grinding, two steel disc wheels and disc press 
NOTE: Grinding wheel is not included in the price ol 
2 horsepower and larger. Hand operated switch on % 
and 1 horsepower. On sizes 2 horsepower and over, auto¬ 
matic push button control which carries overload pro¬ 
tection and no voltage release. Ring wheel chucks car 
be furnished at an extra charge. 


Size 

Size 


R.P.M. 

Table 

Spindle 

Rocfee 

Disc, 

Wheel 

Horse 

(at 60 

Size 

Size 

Shaf 

Inches 

Inches 

Power 

Cycle) 

Inches 

Inches 

Inchei 

7 

8xlx% 

% 

3450 

6x10 

%xl5 

25x1% 

8 

10x1 % x% 

1 

1750 

6x10 

%xl6 

25x1% 

10 

12x2x1% 

2 

1750 • 

6x10 

I%x24 

25x1% 

12 

12x3x1% 

3 

1750 

6x10 

I%x25 

25x1% 

14 

14x3x;l % 

5 

1750 

8x14 

I%x32 

36x2% 

16 

16x2x1% 

7% 

1120 

8x14 

I%x33 

36x2% 

18 

18x3x1% 

7% 

1120 

*10x16 

I%x34 

36x3 

20 

20x3x1% 

7% 

1120 

10x16 

I%x34 

36x3 


Information and prices on Double End and larger sizes 
furnished on request. 


PRICES AND INFORMATION ON REQUEST 















